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10155200 PROVO RIVER AT RIVER ROAD BRIDGE NEAR HEBER CITY, UT
Jordan River Basin 

LOCATION.--Lat 40°33′16″, long 111°25′57″ referenced to North American Datum of 1927, in NW ¼ SW ¼ SW ¼ sec.18, T.3 S., R.5 E.,  
Wasatch County, Hydrologic Unit 16020203, on right bank 2.8 miles downstream of Jordanelle Reservoir, 2.8 miles north of Heber 
City. 

DRAINAGE AREA.--270 mi². 

WATER-DISCHARGE RECORDS 

PERIOD OF RECORD.--September 2001 to current year. Previously operated by U.S. Bureau of Reclamation and Central Utah Water 
Conservancy District. 

GAGE.--Water-stage recorder. Elevation of gage is 5,710 ft above NGVD of 1929, from topographic map. 

REMARKS.--Records good. Flow affected by irrigation diversions above station and by storage in, and releases from, Jordanelle 
Reservoir. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 1,960 ft³/s, Jun 2, 2005 gage height, 3.22 ft; minimum daily discharge, 
110 ft³/s, Aug 16, 2005. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 1,960 ft³/s, Jun 2, gage height, 3.22 ft; minimum discharge, 63 ft³/s, Nov 3; 
minimum daily discharge, 110 ft³/s, Aug 16. 

 

http://pubs.usgs.gov/wdr/2005/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=10155200
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

DAILY MEAN VALUES 
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 144 128 120 122 130 127 118 160 1,670 584 187 129 
2 145 128 120 121 129 128 117 149 1,840 532 195 129 
3 143 127 119 121 129 128 117 166 1,870 480 200 126 
4 145 126 119 122 127 128 115 199 1,840 462 183 127 
5 139 122 120 122 125 129 113 200 1,770 443 169 132 

6 131 123 121 122 124 129 113 204 1,590 433 169 134 
7 131 122 121 122 127 129 113 205 1,440 489 172 131 
8 131 121 124 123 126 127 114 206 1,070 511 176 126 
9 134 120 126 130 124 123 116 205 832 503 179 130 

10 135 122 124 145 124 122 117 213 799 504 182 133 

11 132 123 123 147 124 122 115 233 800 449 168 133 
12 133 124 123 139 126 121 113 238 806 413 172 136 
13 131 124 123 134 126 120 121 236 807 403 167 142 
14 132 124 123 131 130 118 125 231 807 354 172 143 
15 145 124 122 132 131 118 126 228 748 230 142 139 

16 145 122 122 135 128 118 130 208 719 161 110 136 
17 139 121 122 135 127 117 131 181 771 167 125 141 
18 136 122 122 131 128 114 131 161 815 169 134 142 
19 137 123 122 128 128 113 139 156 939 170 129 149 
20 142 124 122 128 131 117 143 236 953 167 131 147 

21 138 125 119 127 130 117 142 288 952 168 132 153 
22 136 121 118 127 129 117 141 291 1,070 160 132 153 
23 132 117 118 127 129 127 141 384 1,160 156 133 152 
24 132 118 118 127 129 123 142 535 1,020 164 129 152 
25 133 119 118 127 128 122 144 701 874 174 129 159 

26 126 120 118 127 127 119 139 845 813 178 127 162 
27 123 121 119 130 127 117 153 976 770 182 127 163 
28 126 120 119 130 127 121 159 1,100 729 185 129 144 
29 125 119 124 132 --- 121 164 1,230 714 183 125 117 
30 127 119 122 132 --- 121 163 1,350 663 175 125 122 
31 128 --- 122 131 --- 119 --- 1,490 --- 181 125 --- 

Total 4,176 3,669 3,753 4,007 3,570 3,772 3,915 13,205 31,651 9,530 4,675 4,182 
Mean 135 122 121 129 128 122 130 426 1,055 307 151 139 
Max 145 128 126 147 131 129 164 1,490 1,870 584 200 163 
Min 123 117 118 121 124 113 113 149 663 156 110 117 
Ac-ft 8,280 7,280 7,440 7,950 7,080 7,480 7,770 26,190 62,780 18,900 9,270 8,290 
 

 Calendar Year 2004 Water Year 2005
Total 64,976 90,105 
Mean 178 247 
Max 1,510 1,870 
Min 117 110 
Ac-ft 128,900 178,700 
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